
Part No FVA - Positive FVA - Negative Qty

MPV150 0.045m2 0.045m2 0

MPV300 0.085m2 0.085m2 0

MPV500 0.27m2 0.27m2 0

PV700 0.46m2 0

PV1000 0.92m2 0

Part No FVA Positive FVA Negative Qty

L150 0.045m2 0.045m2

L300 0.085m2 0.085m2 0

L500 0.27m2 0.27m2 0

L700 0.46m2 0

L1000 0.92m2 0

Part No 100Pa FVA up Qty

PVM300 0.085m2 0

PVM500 0.27m2 0

PVM700 0.46m2 0

PVM1000 0.92m2 0

Part No 100Pa FVA up Qty

CV600 0.3m2 0

CV1200x6000.6m2 0

RC300 24 volt Actuator 0

RC500 24 volt Actuator 0

RC700 24 volt Actuator 0

RC1000 24 volt Actuator 0

Part No 100Pa FVA up Qty

PVB300 0.085m2 0

PVB500 0.27m2 0

PVB700 0.46m2 0

PVB1000 0.92m2 0

Part No Qty

SG300 0

SG500 0

SG700 0

SG1000 0

STANDARD COLOUR - RAL 9016 GLOSS WHITE

STANDARD COLOUR - RAL9006 SILVER GREY

SG High Security Grilles

for use with the PVD when fitting to an external wall

Kit Includes:-  Weather Louvre, Fitting Kit and Fitting Instructions

High-Pro Blast/Explosion Vents

Flow Squard -MPV Pressure Vent Kit for All Fire Suppression Gas Systems

Chemical Gas Weather Louvres for MPV CHEMICAL AGENT USE

The New Flow Squard Pressure Vents

and  Chemical Agent Vent

the ceiling to lift. 

Kit includes:- 1 x PV vent, 1 x Wall Sleeve, 1 x Outer Wall Sleeve, Safety Labels, Fitting kit & Instructions

SPECIAL SIZES & COLOURS AVAILABLE ON REQUEST

Kit includes:- 1 x PVB Vent, Safety Labels and Fitting Instructions

The Archseal unit is manufactured to order and requires 4 to 6 weeks from order

SPECIAL SIZES & COLOURS AVAILABLE ON REQUEST

Motorised MPV Pressure Vent for Cascade Venting Systems

Ceiling Tiles Pressure Balancing Vents

Archive-Seal Flap - For Building Inslation  

This motorised pressure vent offers power open/spring closed and operated as a pressure vent when closed

4 hour fire rated unit made to order in 2 to 4 weeks

For application where ceilign voids are not protected or leakage above the ceiling may cause



FVA

PRO-FAN 40003900M3/hour 0

Inert Gas Extract Units

MPVX300 1400m3 per hour0.055m2 0

MPVX500 4000m3 per hour0.18m2 0

PVDX200 550m3 per hour0.0315m2 0

PVDX315 800m3 per hour0.07m2 0

All extract units combine pressure relief and are supplied with the KAC key switch.

Chemical Agent Extract Units

Gas Extract Units (Combined Pressure Vent / Extract Units)


